1.666"0 ALUM.

40 HANDRAIL

PIPE SCHEDULE-

NOTE:
* ALL BOLTS/FASTENERS NECESSARY
TO ANCHOR LADDER BY OTHERS
* PIPE HANDRAIL TO BE FIELD ASSEMBLED

I
EQ.—" EQ.—"EQ.—" EQ.
3-6" 42"

STANDARD
BRACKET
W/7/16" HOLE
FOR 3/8" S.S.
ANCHOR BY OTHERS

®2)
)

rrrrr = =
& T
ha <
< £
a4 4
w
¢ |z |4
o o g
« w
2 |2 |3
3 & |3
w

2 5

2" X 6" X 1/8" ALUM.

EXTRUDED CHANNEL

LADDER STRINGERS
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SIDE ELEVATION

CONTRACTOR TO VERIFY:
OVERALL LADDER HEIGHT
24" @ @
LADDER WIDTH LADDER HEIGHT
LADDER ANGLE
@ LADDER WIDTH
@ PLATFORM DIMENSION
APPROVED BY:
DATE
1.866" ALUM.
~=—PIPE SCHEDULE-
40 HANDRAIL
2"X6"X 1/8"
l«— ALUM. EXTRUDED
CHANNEL LADDER
STRINGERS
4" X 1 1/4" ALUM.
SERRATED TREAD
R
\ SAFETY
END CAP SAFETY
END CAP
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4" X1 3/8" X 3/16" 2" LG.
AL. ANGLE STANDARD
FRONT ELEVATIONNT s FLOOR BRACKET (TYP.)

N.T.S.

6" X 2" X 1/8" ALUM.
CHANNEL STRINGER

/ ALLOY 6063-T5

11/4" X 4 1/8" ALUM.

24"
STANDARD

STANDARD

1/4"X 1" S.S. HH.M.B.
WITH NUT AND LOCK WASHER
2 PER BRACKET

1.666" ALUM. PIPE
(SCHEDULE 40)
HANDRAIL & POST

WELD ALL AROUND

4" X 2" X3/16"
ALUM. FLAT BAR
PIPE FLANGE

6"X2"X1/8"

ALUM. EXTRUDED
LADDER STRINGER

6"X2"X 1/8"
ALUM. EXTRUDED
LADDER STRINGER

SERRATED TREAD
ALLOY 6083-T5

PLATFORM PLAN

N.T.S.

POST DETAIL

F=1-0"

#12X11/4"S.S. HH.S.M.S.
TYP. RUNG CONNECTION
TO STRINGER

ALUM. EXTRUDED
SERRATED TREAD

TREAD
F=1-0

UREEFFE™S, INC,

325 NEWHALL STREET TEL: (415) 824—4900
SAN FRANCISCO, CA 94124 FAX: (415) 824 5900

ALUMINUM SHIPS LADDER WITH PLATFORM
MODEL 521 WITH 75° ANGLE

SALE Mo

DRAWN :
(] MILL FINISH (] BRONZE ANODIZED DATE:
__QUANTITY [] POWDER COATING [] cLEAR ANODIZED SHEET:  OF






